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PWP4SWT
Port Size 4” NPT
Seal Material Silicone Carbide
Impeller Material Cast Iron
Volute Material Cast Iron
Pump Casing Material Aluminium
Suction Lift  ft(m) 26 (8)
Max Head  ft(m) 79 (24)
Max Flow  gpm(L/min) 528 (2000)
Solids Capacity  in(mm) 1.2 (31)
Weight  lbs(kg) 147 (67)
Size  LxWxH  in(mm) 29.9x20x26.5 (759x508x673)
Engine Honda GX340 OHV
Engine Spec Number PKT2
Engine Type 4 Stroke
Oil Alert Yes
Engine Output  hp(kw) 11 (8.1)
Fuel Tank Capacity  gal(L) 1.7 (6.5)

WATER PUMPS

MADE IN JAPAN

KODIAK PWP4SWT 
4” FULL TRASH WATER PUMP

• Powered by Honda GX Engines - with Oil Alert for 
extra reliability

• Super Tough Design - handles slurry & solids up to 
1” in diameter

• Heavy-Duty Silicone Carbide Mechanical Seal - 
for longer lasting performance.

• Cast-Iron Volute & Impeller - for heavy duty 
performance

• Removable Front Cover - for easy cleaning and 
on-site maintenance

ESTABLISHED CANADIAN PLAYER HAS BEEN SUPPLYING PROFESSIONAL GRADE EQUIPMENT FOR 
30 YEARS. ALL KODIAK TRANSFER PUMPS ARE ENGINEERED AND MANUFACTURED TO PROVIDE 
THE UTMOST IN QUALITY AND RELIABILITY FOR PROFESSIONAL END-USERS. WHETHER TO EMPTY A 
DITCH DURING CONSTRUCTION OR REMOVING 
SLURRY AROUND THE FARM KODIAK HAS THE 
PUMP TO GET THE JOB DONE.


