
HR1000FE 
SPRING REWIND 
HOSE REEL
• Max. 3,500 PSI 
• Hose diameters 1/4” to 1/2”
• 50’ Hose Capacity (1/2” dia.)
• 280°F/140°C Max. Temp.
• Powder coated painted steel

HR3500FE
SPRING REWIND 
HOSE REEL
• Max. 3,500 PSI 
• Hose diameters 1/4” to 1/2”
• 115’ Hose Capacity (1/2” dia.)
• 280°F/140°C Max. Temp.
• Powder coated painted steel

HR3501 STAINLESS
SPRING REWIND 
HOSE REEL
• Max. 1,500 PSI 
• Hose diameters 3/4” to 1”
• 65’ Hose Capacity (3/4” dia.)
• 212°F/100°C Max. Temp.
• AISI 304 Stainless Steel

HR3500 STAINLESS
SPRING REWIND 
HOSE REEL
• Max. 3,500 PSI 
• Hose diameters 1/4” to 1/2”
• 115’ Hose Capacity (1/2” dia.)
• 280°F/140°C Max. Temp.
• AISI 304 Stainless Steel

HR1000 STAINLESS
SPRING REWIND 
HOSE REEL
• Max. 3,500 PSI 
• Hose diameters 1/4” to 1/2”
• 50’ Hose Capacity (1/2” dia.)
• 280°F/140°C Max. Temp.
• AISI 304 Stainless Steel

AVM9817
MANUAL REWIND 
HOSE REEL
• Max. 1,500 PSI 
• Hose diameters 3/4” to 1”
• 82’ Hose Capacity (3/4” dia.)
• 212°F/100°C Max. Temp.
• AISI 304 Stainless Steel

WWW.DYNABLAST.CA TOLL FREE:1-888-881-6667

NOW AVAILABLE FROM

RAMEX
HOSE REELS
MAKE IT REEL.

BKKIT  ALSO AVAILABLE - Slow retraction brake system for  
           spring rewind hose reels. 

SCAN OR COPY LINK TO WATCH THE VIDEO!
https://www.youtube.com/watch?v=edwzQa2ZM_8


